
GENERAL GUIDELINES
• All aircraft should fly with their lights on at all times.
• Aircraft should fly to the right side while in Gastineau Channel.
• Any conversation made on the 123.05 and 122.75 frequency should be

limited to position reports.
• Traffic departing southeast-bound from Juneau Airport should change

frequency prior to crossing the Douglas Bridge to 123.05 for traffic in the
downtown harbor.

• Traffic departing the downtown Juneau area northwest bound, change to
Juneau Airport Control Tower, frequency 118.7, at the Douglas Bridge.

• Maintain at least 1,500 feet AGL in heavy tour areas to avoid conflict
with tour aircraft. Pilots should be familiar with tour routes, reporting
points and announce intentions on published frequencies.

• Enter drainage (upstream) at even thousands (1000, 2000, 3000…) Exit
drainage (downstream) at 500 foot levels (1500, 2500…) except Taku
River.

• Traffic West bound from Juneau toward Cross Sound/Icy Straits, fly at
even thousand foot intervals (1000, 2000, 3000…)

• Traffic east bound toward Juneau from Cross Sound/ Icy Straits, fly at
500 foot intervals (1500, 2500…)

• Traffic entering Gastineau Channel from the Southeast should self-
announce on 123.05 prior to entering the channel.

• Above 3000 feet AGL the hemispheric rule applies.

Juneau Airport Traffic Pattern Altitudes:
Helicopters .......................... 500 feet
Fixed Wing .......................... 1000 feet
Turbo-jet ............................. 1500 feet or above

Aircraft arrival and departure altitudes may vary from those above.
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CHARTS IN THIS PAMPHLET ARE FOR ILLUSTRATIVE PURPOSES
ONLY AND ARE NOT FOR USE IN NAVIGATION.


